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Exterior Shutters

PLS
Primed 1-1/8” Louvered Shutters
Not toxic treated e Sold in pairs only.
:
Specifications: _—
Stiles - 1-1/4” e
Top Rail - 2-5/8” ——
Center Rail - 2-5/8” ==
Bottom Rail - 3-3/8” %
Louvers - 1/4x1-1/4" e
Blinds Are Pre-fit 3/16” in Width iﬁ
e———
. ,*—;.‘
Regular Cottage
Annona shutters are no longer manufactured. Listed sizes are still available in stock as of printing.
A similar product is available by special order - please call for a quote.
16” Width 18” Width
Height Item # List Item # List
3/3 (39”) 2832 98.74 3032 | 101.44
3/7 (43”) 2836 | 103.84 | 3036 | 110.74
3/11 (47”) — — 30310 | 117.46
4/3 (517) 2842 115.44 — —
4/7 (55”) — — 3046 | 128.88
4/11 (59”) 28410 | 131.70 | 30410 | 140.34
5/3 (63”) — — 3052 | 148.32
5/7 (67”) 2856 | 144.58 | 3056 | 154.26
5/7 (67”) 2856C | 144.58 — —
5/11 (71”) — — 30510 | 160.90
6/3 (75”) — — 3062 | 172.98
16"x42” (exact) NA 115.20 — —

FINISHING Blinds must be completely sealed on all surfaces before installation. Balanced paint coverage front
and back is essential for protection against the elements. We recommend a minimum of two coats of
quality grade exterior paint.

INSTALLATION Blinds are constructed for decorative applications only. Blinds 55” in length and shorter require a

minimum of three fasteners per stile or six per blind. Fasteners may be nails, screws or screws with
anchors. Blinds 59” in length thru 81” require four fastening points per stile or eight per blind.

Effective  04/01/11
Cancels 10/01/08
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Exterior Shutters
PRPS
Primed 1-1/8” Panel Shutters
Not toxic treated. Sold in pairs only.
REVERSIBLE: ONE SIDE HAS RAISED PANEL DESIGN
ONE SIDE HAS FLAT PANEL DESIGN
Specifications:
Bottom Rail 4-5/8”
Stiles & Top Rail 2-1/4”
Middle Rail 2-1/4”
' Panels 9/16”
Regular Cottage
Item # Window Size Panel Size List
2832 2/8 X3/2 16 X 39 225.00
2836 2/8X3/6 16 X 43 218.70
28310 2/8 X3/10 16 X 47 261.00
2842 2/8X4/2 16 X 51 279.00
2846 2/8 X 4/6 16 X 55 300.00
2852 2/8 X 5/2 16 X 63 342.00
2856 2/8 X5/6 16 X 67 363.60
2856C 2/8 X 5/6 Cottage 16 X 67 363.60
2862 2/8 X 6/2 16 X 76 401.40
2868 2/8 X6/8 16 X 81 432.00
3032 3/0X3/2 18X 39 237.60
3036 3/0X3/6 18X 43 261.00
30310 3/0X3/10 18 X 47 275.40
3042 3/0X4/2 18 X 51 300.60
3046 3/0X4/6 18 X 55 311.40
3052 3/0X5/2 18 X 63 360.00
3056 3/0X5/6 18 X 67 378.00
3056C 3/0 X 5/6 Cottage 18 X 67 378.00
3062 3/0X6/2 18X 76 417.60
3068 3/0X6/8 18 X 81 444.60
FINISHING Shutters must be completely sealed on all surfaces before installation. Balanced paint coverage front
and back is essential for protection against the elements. We recommend a minimum of two coats of
quality grade exterior paint.
INSTALLATION Shutters are constructed for decorative applications only. Shutters 55” in length and shorter

require a minimum of three fasteners per stile or six per shutter. Fasteners may be nails, screws or
screws with anchors. Shutters 59” in length thru 81” require four fastening points per stile or eight per

shutter.

Effective
Cancels
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Exterior Shutters
SHUL
CELLWOOD
15” 2 Panel Louver Shutter Stock Matrix
Dark Black Dark
Black | White Brown Green Blue Red Winestone | Spruce Watch Navy Gray Size
BL25 W25 BR25 GR25 BU25 RD25 WB25 SG25 BW25 NB25 GY25 15X 25
BL31 W31 BR31 GR31 BU31 RD31 WB31 SG31 BW31 NB31 GY31 15X 31
BL35 W35 BR35 GR35 BU35 RD35 WB35 SG35 BW35 NB35 GY35 15X 35
BL39 W39 BR39 GR39 BU39 RD39 WB39 SG39 BW39 NB39 GY39 15X 39
BL43 w43 BR43 GR43 BU43 RD43 WB43 SG43 BW43 NB43 GY43 15X 43
BL47 w47 BR47 GR47 BU47 RD47 WBA47 SG47 BW47 NB47 GY47 15X47
BL51 W51 BR51 GR51 BU51 RD51 WB51 SG51 BW51 NB51 GY51 15X51
BL55 W55 BR55 GR55 BU55 RD55 WB55 SG55 BW55 NB55 GY55 15X 55
BL59 W59 BR59 GR59 BU59 RD59 WB59 SG59 BW59 NB59 GY59 15X 59
BL63 W63 BR63 GR63 BU63 RD63 WB63 SG63 BW63 NB63 GY63 15X 63
BL67 W67 BR67 GR67 BU67 RD67 WB67 SG67 BW67 NB67 GY67 15X 67
BL67C W67C BR67C GR67C BU67C RD67C WB67C SG67C BW67C NB67C GY67C *15 X 67C
BL71 W71 BR71 GR71 BU71 RD71 WB71 SG71 BW71 NB71 GY71 15X 71
BL75 W75 BR75 GR75 BU75 RD75 WB75 SG75 BW75 NB75 GY75 15X 75
BL81 w81 BR81 GR81 BU81 RD81 WB81 SG81 BW81 NB81 GY81 15X 81
Size List
15X 25 35.67
15X31 42.09
15X 35 44.61
15X 39 49.20
15X43 4965 | 00 | EFEF | | f—
15X47 53.79
15X51 57.66
15 X 55 61'05 ......................
15X 59 65.25 | | /| e
15X 63 71.28
15X 67 77.64 A——
15X 67C 80.10 ——
571 e | — ]
15X 75 84.06
15X 81 86.22
Regular Cottage
QUARTER ARCH TOP, LOUVERED, PAIRS
Black White Green Red List/Pair
BLQRL (LV) | WQRL (LV) | GRQRL (LV) | RDQRL (LV) 41.85
| Shaded Items = Special Order |
Effective  12/01/14
Cancels 07/24/12
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Exterior Shutters
SHUR
CELLWOOD
15” 2 Raised Panel Shutter Stock Matrix
Dark Black Dark
Black | White | Brown | Green Blue Red Winestone | Spruce | Watch Navy Gray Size
BL31 w31 BR31 GR31 BU31 RD31 WB31 SG31 BW31 NB31 GY31 15X 31
BL35 W35 BR35 GR35 BU35 RD35 WB35 SG35 BW35 NB35 GY35 15X 35
BL39 W39 BR39 GR39 BU39 RD39 WB39 SG39 BW39 NB39 GY39 15X 39
BL43 w43 BR43 GR43 BU43 RD43 WBA43 SG43 BW43 NB43 GY43 15X43
BL47 w47 BR47 GR47 BU47 RD47 WBA47 SG47 BW47 NB47 GY47 15X47
BL51 W51 BR51 GR51 BU51 RD51 WB51 SG51 BW51 NB51 GY51 15X51
BL55 W55 BR55 GR55 BU55 RD55 WB55 SG55 BW55 NB55 GY55 15X 55
BL59 W59 BR59 GR59 BU59 RD59 WB59 SG59 BW59 NB59 GY59 15X 59
BL63 W63 BR63 GR63 BU63 RD63 WB63 SG63 BW63 NB63 GY63 15X 63
BL67 W67 BR67 GR67 BU67 RD67 WB67 SG67 BW67 NB67 GY67 15X 67
BL67C W67C BR67C GR67C BU67C RD67C WB67C SG67C BW67C NB67C GY67C *15X67C
BL71 W71 BR71 GR71 BU71 RD71 WB71 SG71 BW71 NB71 GY71 15X 71
BL75 W75 BR75 GR75 BU75 RD75 WB75 SG75 BW75 NB75 GY75 15X75
BL81 w81 BR81 GR81 BU81 RD81 WB81 SG81 BW81 NB81 GY81 15X 81
Size List

15X31 55.17

15X 35 59.55

15X 39 64.08

15X43 66.87

15X47 70.29

15X51 74.64

15X 55 78.81

15X 59 84.96

15X 63 92.88

15X 67 101.13

15X 67C 104.28

15X 71 105.90

15X 75 110.76

15X81 121.89

Regular Cottage
QUARTER ARCH TOP, RAISED PANEL, PAIRS
Black White Green Red List/Pair
BLQRR (RP) | WQRR (RP) | GRQRR (RP) | RDQRR (RP) | 41.85
| Shaded ltems = Special Order |
Effective  12/01/14
Cancels 07/24/12




